
TRIM TRIO™ Stamped and Formed Contacts
Size 16, Crimp Style

� High Performance Size 16 (0.062" Diameter Pins)
� Closed Entry Socket Design Prevents Probe Damage 
� Stamped Pins with Bullet Nose Allows Easy Entry into Socket 
� Low Insertion/Withdrawal Force 
� Insulation Grip Provides Vibration Support to the Wire Crimp 
� Used in TRIM TRIO™ Connectors for Size 16 Contacts

Pin Contacts

Socket Contacts

RoHS RoHS

RoHS

TRIM TRIO™ Stamped and 
Formed Contacts
Size 20, Crimp Style
� Used In High Density UTS and UTOW Connectors
� Closed Entry Socket Design Prevents Probe Damage

Pin Contacts

Socket Contacts

Socket Contacts

Pin Contacts

� High Performance Size 16 (0.062" Dia. Pin)
� Closed Entry Socket Design Prevents Probe Damage
� Low Insertion/Withdrawal Force
� Insulation Grip Provides Vibration Support to the

Wire Crimp

TRIM TRIO™ Machined Contacts
Solder Cup Style
� No Crimp Tool Required
� Ideal for Prototype and Repair
� Used in TRIM TRIO™ Power Connector

Pin Contacts

Socket Contacts

� Designed for TRIM TRIO™ with Size 16 Contacts
� Individually Crimped Inner and Outer Conductors
� Contact Resistance < 6 Milliohms
� Contact Retention: 65 N Min.
� Cable Types: RG 161 / 21, RG 179, RG 187, RG 174, RG 188, RG 178,

RG 196

TRIM TRIO™ Monocrimp Contacts — For 
Subminiature Coaxial and Twisted Pair Cable

TRIM TRIO™

Installation and
Extraction Tooling

RoHS

M10S1 Y14MTV RX20-25GE1

TRIM TRIO™ Machined Contacts
Size 16, Crimp Style

� One Step Cable Termination
� High Reliability and Quick Economical Installation
� Content Retention After 5 Cycles of Insertion and

Extraction: 15 Lbs. Min.
� Operating Temperature –55°C to 125°C

Size 8

Size 12

RoHS

Power Contacts

TRIM TRIO™ Coaxial Contact Kits — For Subminiature
Coaxial and Twisted Pair Cable, Size 16

� One Step Cable Termination
� High Reliability and Quick Economical Installation
� Content Retention After 5 Cycler of Insertion and Extraction: 15 Lbs. Min.
� Operating Temperature –55°C to 125°C

678-0225 SC14ML-1S6 30 µ" Gold 14 23.35 21.23 19.46
678-0226 SC16ML-1S6 30 µ" Gold 18-16 25.66 23.32 21.39
678-0227 SC20ML-1S6 30 µ" Gold 22-20 23.35 21.23 19.46
678-0107 SC24ML-1S6 30 µ" Gold 26-24 23.35 21.23 19.46
678-0103 SC14ML-1D70 5 µ" Gold 14 14.53 13.21 12.11
678-0228 SC16ML-1D70 5 µ" Gold 18-16 14.53 13.21 12.11
678-0229 SC20ML-1D70 5 µ" Gold 22-20 15.57 14.15 12.97
678-0106 SC24ML-1D70 5 µ" Gold 26-24 14.53 13.21 12.11
678-0230 SC14ML-1TK6 Tin 14 9.87 8.97 8.22
678-0231 SC16ML-1TK6 Tin 18-16 9.86 8.97 8.21
678-0232 SC20ML-1TK6 Tin 22-20 9.86 8.97 8.21
678-0108 SC24ML1TK6 Tin 26-24 9.86 8.97 8.21

678-0104 SC20WL3S25 30 µ" Gold 22-20 7.26 6.61 6.05
678-0109 SC24WL3S25 30 µ" Gold 26-24 7.26 6.61 6.05
678-0105 SC20WL3TK6 Tin 22-20 5.19 4.72 4.32
678-0110 SC24WL3TK6 Tin 26-24 5.19 4.72 4.32

Stock
No.

Mfr.’s
Type Plating Wire Size

AWG
PKG./25

1-9 10-24 25+

678-0220 SM14ML-1S6 30 µ" Gold 14 20.76 18.87 17.31
678-0223 SM16ML-1S6 30 µ" Gold 18-16 20.76 18.88 17.30
678-0115 SM20ML-1S6 30 µ" Gold 22-20 20.76 18.88 17.30
678-0120 SM24ML-1S6 30 µ" Gold 26-24 20.76 18.88 17.30
678-0111 SM14ML-1D70 5 µ" Gold 14 12.98 11.80 10.82
678-0112 SM16ML-1D70 5 µ" Gold 18-16 12.98 11.80 10.82
678-0114 SM20ML-1D70 5 µ" Gold 22-20 12.97 11.79 10.82
678-0119 SM24ML-1D70 5 µ" Gold 26-24 12.98 11.80 10.82
678-0224 SM14ML-1TK6 Tin 14 8.11 7.34 6.71
678-0113 SM16ML-1TK6 Tin 18-16 7.79 7.07 6.49
678-0116 SM20ML-1TK6 Tin 22-20 7.79 7.07 6.49
678-0121 SM24ML-1TK6 Tin 26-24 7.79 7.07 6.49

Stock
No.

Mfr.’s
Type Plating Wire Size

AWG
PKG./25

1-9 10-24 25+

678-0233 RM16M23D28 30 µ" Gold 20-16 29.38 26.85 24.71
678-0234 RM20M12D28 30 µ" Gold 22-20 45.29 41.52 38.32
678-0235 RM24M9D28 30 µ" Gold 26-28 45.68 41.87 38.65

Pin Socket

Stock
No.

Mfr.’s
Type

EACH Stock
No.

Mfr.’s
Type

EACH

1-9 10-24 1-9 10-24

678-1517 RMDXK10D28 11.93 10.90 678-1518 RCDXK1D28 12.27 11.21

Stock
No.

Mfr.’s
Type Description EACH

678-1525 M1S01 Ratchet Controlled Crimp Tool for Coax and Machined Contacts 1074.63
678-1527 Y14MTV Pliers Type Ratchet Crimp Tool for Stamped Contacts 230.05
678-1529 RX20-25GE1 TRIM TRIO™ Extraction Tool for Size 16 Contacts 86.60

Stock
No.

Mfr.’s
Type Plating Wire Size

AWG
PKG./25

1-9 10-24 25+

678-0117 SM20WL3S26 30 µ" Gold 22-20 7.52 6.84 6.27
678-0122 SM24WL3S26 30 µ" Gold 26-24 7.52 6.84 6.27
678-0118 SM20WL3TK6 Tin 22-20 5.19 4.72 4.32
678-0123 SM24WL3TK6 Tin 26-24 5.19 4.72 4.32

Pin Socket

Stock
No.

Mfr.’s
Type AWG

PKG./25 Stock
No.

Mfr.’s
Type AWG

PKG./25

1-9 10-24 1-9 10-24

678-0077 82911437NK 20 87.23 80.31 678-0086 82911436K 20 99.77 91.85
678-0078 82911463NK 16 87.23 80.31 678-0087 82911434K 18 99.77 91.85
678-0079 82911463NK 16 87.23 80.31 678-0088 82911462K 16 99.77 91.85
678-0080 82911465NK 14 87.23 80.31 678-0089 82911464K 14 99.77 91.85
678-0081 RM12Z42D28 12 87.23 80.31 678-0090 RC12Z42D28 14-12 99.77 91.85

Pin Socket

Stock
No.

Mfr.’s
Type AWG

PKG./50 Stock
No.

Mfr.’s
Type

PKG./50

1-4 5-9 1-4 5-9

678-0239 RMDX6032D28 28 352.16 328.67 678-0242 RCDX6032D28 263.30 245.27
678-0240 RMDX6036D28 26 333.62 311.38 678-0243 RCDX6036D28 263.30 245.27
678-0241 RMDX6050D28 30 355.85 332.14 678-0244 RCDX6016D28 267.11 248.81

Stock
No.

Mfr.’s
Type

Current
Rating

Wire Size
AWG

PKG./10

1-9 10-24 25+

678-0097 RM16SE0K 13 Amps 16-20 12.34 11.36 10.53
678-0098 RM12Z43D28 26 Amps 12-14 40.27 37.06 34.33
678-0099 82911685NZX 44 Amps 8-12 47.42 43.64 40.44

678-0100 RC16SE4K 13 Amps 16-20 17.01 15.65 14.50
678-0101 RC12Z43D28 26 Amps 12-14 42.95 39.54 36.63
678-0102 82911684ZX 44 Amps 8-12 49.21 45.30 41.98

678-0236 RC16M23D28 30 µ" Gold 20-16 44.82 41.09 37.93
678-0237 RC20M12D28 30 µ" Gold 22-20 58.17 53.54 49.61
678-0238 RC24M9D28 30 µ" Gold 26-28 69.35 63.84 59.15

Circular Power Connector Contacts and Tools

678-0082 82911676 16 109.61 100.91 678-0091 82911677N 20 99.31 91.85
678-0083 82911680 12 109.61 100.91 678-0092 82911681N 18 108.69 91.85
678-0084 82911682 10 109.61 100.91 678-0093 82911683N 16 99.31 91.85
678-0085 82911684 8 109.61 100.91 678-0094 82911685N 14 99.31 91.85
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